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Density:            160 kg/m3 
Design Bearing Arc:     60 degrees 
Design Stress:               0.735 MPa 

0.5 12.5 1.4 2.7 4.1 5.4 
0.75 20 1.6 3.1 4.7 6.3 

1 25 2.0 3.9 5.9 7.9 
1.5 40 2.8 5.7 8.5 11.4 
2 50 3.6 7.1 10.7 14.2 

2.5 65 4.3 8.6 12.9 17.2 
3 80 5.2 10.5 15.7 20.9 
4 100 6.7 13.5 20.2 26.9 
5 125 8.3 16.6 25.0 33.3 
6 150 9.9 19.8 29.7 39.6 
8 200 12.9 25.8 38.7 51.6 

Density:            240 kg/m3 
Design Bearing Arc:     60 degrees 
Design Stress:               1.15 MPa 

0.5 12.5 2.1 4.2 6.4 8.5 
0.75 20 2.5 4.9 7.4 9.8 

1 25 3.1 6.1 9.2 12.3 
1.5 40 4.4 8.9 13.3 17.8 
2 50 5.5 11.1 16.6 22.2 

2.5 65 6.7 13.4 20.1 26.8 
3 80 8.2 16.3 24.5 32.7 
4 100 10.5 21.0 31.5 42.0 
5 125 13.0 26.0 39.0 52.0 
6 150 15.5 30.9 46.4 61.9 
8 200 20.1 40.3 60.4 80.6 

10 250 25.1 50.2 75.3 100.4 
12 300 29.8 59.5 89.3 119.1 
14 350 32.7 65.4 98.1 130.8 
16 400 37.4 74.7 112.1 149.4 
18 450 42.0 84.0 126.0 168.0 
20 500 46.7 93.4 140.1 186.8 
22 550 51.4 102.8 154.2 205.5 
24 600 56.1 112.1 168.2 224.3 

25 25 
30 30 
35 35 
40 40 
45 45 
50 50 
55 25/30 
60 30/30 
65 30/35 
70 30/40 
75 30/45 
80 40/40 
85 45/40 
90 50/40 
95 55/40 

100 60/40 
105 65/40 
110 70/40 
115 75/40 
120 40/40/40 
125 40/45/40 
130 40/50/40 
135 40/55/40 
140 40/60/40 
145 40/65/40 
150 40/70/40 
155 50/50/55 
160 50/50/60 
165 50/50/65 
170 50/60/60 
175 50/60/65 
180 60/60/60 
185 60/60/65 
190 60/60/70 
195 60/65/70 
200 60/65/75 
205 75/65/65 
210 75/65/70 
215 75/65/75 
220 75/70/75 
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Density:    320 kg/m3 
Design Bearing Arc:     60 degrees 
Design Stress:    2.035 MPa 

0.5 12.5 3.8 7.5 11.3 15.0 

0.75 20 4.3 8.7 13.0 17.4 

1 25 5.4 10.9 16.3 21.7 

1.5 40 7.8 15.7 23.5 31.4 

2 50 9.8 19.6 29.4 39.2 

2.5 65 11.9 23.7 35.6 47.4 

3 80 14.4 28.9 43.3 57.8 

4 100 18.6 37.1 55.7 74.3 
5 125 23.0 45.9 68.9 91.8 

6 150 27.3 54.7 82.0 109.4 

8 200 35.6 71.2 106.8 142.4 

10 250 44.4 88.8 133.1 177.5 

12 300 52.6 105.3 157.9 210.5 
14 350 57.8 115.6 173.3 231.1 
16 400 66.0 132.1 198.1 264.1 
18 450 74.3 148.5 222.8 297.0 
20 500 82.5 165.1 247.6 330.2 
22 550 90.8 181.7 272.5 363.3 
24 600 99.1 198.2 297.4 396.5 
26 650 107.2 214.5 321.7 429.0 
28 700 115.5 231.1 346.6 462.1 
30 750 123.8 247.6 371.5 495.3 
36 900 148.5 297.0 445.6 594.1 
40 100 165.1 330.2 495.3 660.4 
42 1050 173.4 346.8 520.1 693.5 
48 1200 198.1 396.2 594.2 792.3 
54 1350 222.9 445.9 668.8 891.8 
60 1500 247.6 495.3 742.9 990.5 
72 1800 297.2 594.4 891.6 1188.8 


